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Auftraggeber: WELDAS EUuROPE B. V.
Client: De Poort 77, 4411 PB Rilland, Holland
Gegenstand der Priifung: Protective clothing for use in welding and allied processes
Test item:
Bezeichnung: DO0O-RAG ‘s Serien-Nr.: 1007109
Identification: CapPs Serial No.

HeLMET HooDS and CAPS
Wareneingangs-Nr.: 744-400296 03 Eingangsdatum: 09.03.2004

Receipt No.: Date of receipt:
Priifort: TRPS / Priifstelle fiir Produktsicherheit Leipzig
Testing location: Maximilianallee 4, 04129 Leipzig, Fon/Fax: +49 341 60 56 06-0/-5
Priifgrundlage: EN 340: 2003, prEN ISO 11611: 2003
Test specification: RL 89/686/EWG appendix Il
Priifergebnis: Der vorstehend beschriebene Priifgegenstand wurde gepriift
und entspricht oben genannter Prilfgrundlage.
Test Result The a. m. test item passed.
Priflaboratorium/Testing Laboratory kontrolliert/checked by
gepriift/fested by:
15.06.2004 Zaremba ; ; 15.06.2004 Knape z i
Datum Name Unterschrift Datum Name Unterschrift
Date Name Signature Date Name Signature
Sonstiges/Other Aspects:
items: DOOC-RAG 23-3612, 23-3613 flame retardant fabric
CAPS 23-"514, 23-*515 flame retardant fabric
HELMET HOODS and CAPS 23-6690, 23-6680 flame retardant fabric
class 2
Abk{irzungen: ok/P = emtspricht Priifgrundiage Abbreviations: ok/P = passed
fail/F = entspricht nicht Prilfgrundiage fali/F = failed
na /N = nicht anwendbar na. /N = notapplicable

Dieser Priifbericht bezieht sich nur auf den o.g. Prilifgegenstand und darf ohne
Genehmigung der Priifstelle nicht auszugsweise vervielfiltigt werden.
This test report relates to the a. m. test item. Without permission of the test center this test report is
not permitted to be duplicated in extracts.
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Measuring Device-Number next Calibration
Inventory-Number
Serial-Number
specific design 744 00 161 05/2005
pH-value 744 00 146 before each measuring
tensile strength 744 00191 01/2005
tear strength 744 00191 01/2005
seam strenght 744 00191 01/2005
dimensional change 744 00173 09/2004

flame spread

before each test
04/2005

impact of small molten metal drops

accredited subcontractor

heat transmission (radiation)

accredited subcontractor

electrical resistance

accredited subcontractor

Test results of accredited laboratories of competent subcontractor are marked with *.
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Protective clothing for use in welding and allied processes according to prEN ISO 11611: 2003

Design according pr EN ISO 11611
(General requirements, which are not specifically covered in this standard shall be in accordance with EN 340 )
HELMET HOODS and CAPS _ 23-6690, 23-6680

Article flame retardant fabric

Parameter

according to
prEN ISO
11611: 2003

Requirement

Test result

General

clause 4.1

general according to EN 340

shall be designed to avoid electrical
conduction from the outside to the inside;
metal fasteners shall be covered.

given

Suits

clause 4.1.1

must cover upper part of the body and
abdomen, neck, arms and legs of wearer,
completely; gaiters and head bonnets are
include, but no other equipment objects to
protection of head, hand and feets
consist of following parts:

a) a single garment

b) a two-part garment, existing from jacket
and pants

given

Garments protecting
patches

clause 4.1.2

components can be executed so that they
offer protection to definite areas of body
carried parts, like neck guard, covering
sleeve apron and gaiters, these in addition
to a suit

given

Sizes

clause 4.2
EN 340

in accordance with the requirements of EN
340;

Protective jackets shall be of sufficient
length to overlap waistband 20cm

one size

Article

CAPS

23-*514, 23-*515

flame retardant fabric

Parameter

according to
prEN ISO
11611: 2003

Requirement

Test result

General

clause 4.1

general according to EN 340

shall be designed to avoid electrical
conduction from the outside to the inside;
metal fasteners shall be covered.

given

Suits

clause 4.1.1

must cover upper part of the body and
abdomen, neck, arms and legs of wearer,
completely; gaiters and head bonnets are
include, but no other equipment objects to
protection of head, hand and feets

consist of following parts:

a) a single garment

b) a two-part garment, existing from jacket
and pants

given

Garments protecting
patches

clause 4.1.2

components can be executed so that they
offer protection to definite areas of body
carried parts, like neck guard, covering
sleeve apron and gaiters, these in addition
to a suit

given

Sizes

clause 4.2
EN 340

in accordance with the requirements of EN
340,

Protective jackets shall be of sufficient
length to overlap waistband 20cm

57, 58, 59, 60, 61 cm
circumferential







