
WELDAS PRODUCTS:  
20-3100V, 20-3100V/17, 20-3200V, 20-3300V 

Instruction for use: 
20-3100V and 20-3100V/17: to be used on the front side of the helmet gear of a welding helmet. 
20-3200V: to be used on the front side of the helmet gear of a construction helmet. 
20-3300V: to be used on the back side of the helmet gear.  

Warrantee: 
This product is warranted against manufacturing 
defects. Because applications vary, it is the user’s 
responsibility to identify the right product for each 
application. 

Washing: 
No bleach or acid should be used, just standard wash-
ing detergents. The flame retardant characteristics of 
this products will last only up to 5 hand washings. 
 

MANUAL 

Manufacturer of this product is: Weldas 

Address information Weldas: 

Weldas Europe B.V. 
Blankenweg 18 

NL-4612 RC Bergen op Zoom 
Holland 

E-mail: europe@weldas.eu 

Storage: 
Store dry and at temperatures over 5˚ Celcius.  
Do not stack higher than 5 cartons on 1 pallet 

Materials used: 
A foam innerlayer with a flame retardant fleecy cotton outer layer is used. 

EN ISO 11611:2003 CLAUSE 6.6 

Drying and ironing:  
Mechanical drying and ironing is possible but not advised  
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