
Washing, drying and ironing:  
No washing, tumble drying and ironing is allowed. 

Warrantee: 
This product is warranted against manufacturing defects. 
Because applications vary, it is the user’s responsibility to identify the right product for each application. 
Testing of this product has been applied in vertical position. 

Storage: Store dry and at temperatures over 5˚ Celcius.  Do not stack higher than 5 cartons on 1 pallet 

Materials used: 
50-1866: Silica fabric, grommets, 3 ply KEVLAR® 
50-2368/2468: black fiberglass, grommets, 3 ply KEVLAR® 
50-2472: black fiberglass. 
50-3068: gold fiberglass, grommets, 3 ply KEVLAR® 
50-3072: gold fiberglass. 
DuPont™ and KEVLAR® are trademarks or registered trademarks of E.I.duPont de Nemours and Company.  

WELDAS PRODUCTS: 50-1866, 50-2368/2468, 50-2472, 50-3068, 50-3072 

MANUAL 

ISO 9150:1988-12 

Manufacturer of this product is: Weldas 

Address information Weldas: 
 

Weldas Europe B.V. 
Blankenweg 18, 4612 RC Bergen op Zoom 

Netherlands 
E-mail: europe@weldas.eu 

LAVAshield® is a registrated trademark of Weldas company 

Product damage:  
This product should be checked visually before every use. 
In case that this product is damaged it should be replaced or repaired. 

Usage of this product: 
This product is designed to protect the surrounding of the welder. 
Welding and grinding should take place at a safe distance from this product so that hot sparks or other hot materials can not damage this 
product. 

Caution:  
Weldas blankets have been tested at TÜV Rheinland LGA Products GmbH, Germany (EU no. 0197). For more information on EN 
standards, testing methods, test reports, product certifications, and other products, please e-mail us at: europe@weldas.eu or visit our web 
site: www.weldas.com 
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